new level of performance
is achieved with the CBS
Cryosystems. Maximum sample
capacity coupled with low liquid
nitrogen consumption provides
versatile, low cost storage for
frozen samples at cryogenic
temperatures.
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Features:
Lightweight aluminum construction

LOCKABLE HINGED LIDS
BUILT-IN LN, LOW LEVEL ALARM

9 VOLT BATTERY OR 120/240V AC
OPERATION

Easy access to store or retrieve
samples
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XC 33/22 XC 3418 XC 3512

3 year/5 year vacuum warranty

Square racks with boxes or
canister and cane storage

Multiple sizes — 20 liters to
175 liters

Vial capacities of 210 to 6000

XC4Tm

Maximum Storage Capacity

MNumber of Racks MA MA A MA 6

Mo. of 1.2 & 2 ml vials (6 racks) MA MA MA MA 750
MNumber of Canisters [ [ 6 10 6

MNo. of 1/2 ce straws (10/cane) 780 1,260 2,100 2,800 4,500
No. of 1/2 cc straws |1 Level Bulk) 1,122 1,764 3,000 4,400 6,216
Mo. of 1.2 & 2.0 ml wals {5/cane] 210 360 630 950 1,320
Performance

Liquid nitrogen capacity (liters) 20.5 33.4 34.8 348 47.4
Static Evaporation Rate (litersfday]  0.09 0.14 0.18 24 0.39
MNormal Working Days 140 154 123 90 76
Unit Dimvensions

MNeck opening (in/mm) 2.18 (55.4) 2.75 (70] 3.5 (89) 4 (102) 51127
Overall height {in/mm]) 25.7 (652) 26 (660} 26.6 |675) 25 (635} 26.5 (673)
Outside diameter (in/mm) 14.5 (368) 18.2 (464]  18.2 (464)  18.25 (456) 20 |508)
Canister height (in/mm]} 11 (279) 11 (279) 11 (279} 11 1273} 11 (279)
Canister diameter (in/mm] 1.65 (41.9}) 2.22 (58] 28171 2.6 |66) 4 1102]
Weight empty (Ibs/kg] 26 (11.8) 34 (15.4) 34 (15.4) 34 (15.4) 36 (16.4)
Woeight full {Ibs/kg) 62.5 |28.3) 94 (42.5) 96 (43.5) a5 (43.1) 120.4 (54.6)






